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1. THE DECLARATION
1.1SITENAME AND LOCATION

Cluster 3, Site 3

Old Bush River Road Dump
Bush River Study Area
Aberdeen Proving Ground
Harford County, Maryland

1.2 STATEMENT OF BASISAND PURPOSE

This Record of Decision (ROD) document presents the remedial action selected to reduce the risks posed by
the Old Bush River Road Dump located at the Bush River Study Area at Aberdeen Proving Ground (APG).
The remedial action isintended to comply with the National Environmental Policy Act of 1969. The selection
of the remedial action was conducted in accordance with the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA) of 1980 as amended by the Superfund Amendments and
Reauthorization Action (SARA) of 1986, and the National Oil and Hazardous Substances Pollution
Contingency Plan (NCP). This decision is based on the Administrative Record for the site.

The Maryland Department of the Environment (MDE) concurs with the selected remedy at this site.

1.3 ASSESSMENT OF SITE

Actua or threatened releases of hazardous substances from this site, if not addressed by implementing the
remedial action selected in thisROD, may present an imminent and substantial endangerment to public health,
welfare, or the environment.

1.4 DESCRIPTION OF THE SELECTED REMEDY

The Cluster 3 cleanup is part of a comprehensive environmental investigation and cleanup currently being
performed at APG under the CERCLA program. APG isdivided into 13 study areas that encompass potential
sources of contamination. The Old Bush River Road Dump of Cluster 3 is part of the Bush River Study Area.
The remaining clusters of the Bush River Study Area and other study areas are being addressed as separate
actions.

This action addresses the principal threats at the Old Bush River Road Dump by constructing a soil cap. The
soil cap reduces migration of contaminants by reducing infiltration and stabilizing the Old Bush River Road
Dump (OBRRD) to prevent erosion of surface soil, and attenuates the detonation of a4.2-in. chemical mortar.
The selected remedy for the OBRRD will include long-term monitoring and institutional controls which will
include:

# The cap will beinspected for erosion, subsidence, vegetation density, and any other problemsthat may
impede performance of the soil cap. Sediments downgradient to the OBRRD will be sampled.

Final January 1999 1



H Because the remedy does not alow for unrestricted future use of the Site, areview will be conducted
within 5 years after commencement of remedial actions to ensure adequate long-term protection of
human health and the environment is maintained.

# Ingtitutional controls will be implemented in the area. A 6-foot fence with warning signs will be
maintained around the OBBRD to restrict access. In addition. therestrictionswill beincluded in APG's
Geographical Information System (GIS), which is used in documenting APG's Real Property Master
Plan.

1.5STATUTORY DETERMINATIONS

The selected remedy is protective of human health and the environment, complies with federal and state
requirements that are legally applicable or relevant and appropriate to the remedial action, and are cost-
effective. The remedy uses permanent solutions and alternative treatment technologiesto the maximum extent
practicable. The capping of the OBRRD reduces the mobility of contaminants by placing them in controlled,
monitored locations. However, it does not meet the statutory preference for treatment that reduces the volume
or toxicity of contaminants. With respect to landfill wastes, the potential presence of unexploded ordnance
(UXO) supportscontainment rather than aremoval remedy. Because theremedy doesnot allow for unrestricted
future use of the site, a review will be conducted within 5 years after commencement of remedial actions to
ensure adequate long-term protection of human health and the environment is maintained.

%{ /1Fl-97

EDWARD L. ANDREWS Date
Major General, U.S. Army
Commander, U.S. Army Aberdeen Proving Ground

QUL S LJulss

Abraham Ferdas Date
Director

Hazardous Site Control Division

U.S. Environmental Protection Agency, Region III

Final January 1999 2



2. DECISION SUMMARY

21 SITENAME, LOCATION, AND DESCRIPTION

APGisa72,500-acre U.S. Army installation located in southern Harford County and southeastern Baltimore
County, Maryland, on the western shore of the upper Chesapeake Bay (Fig. 1).

Theingtallation isbordered to the east and south by the Chesapeake Bay; to the west by Gunpowder Falls State
Park, the Crane Power Plant, and residential areas; and to the north by the towns of Edgewood, Joppa,
Magnolia, Perryman, and Aberdeen. The Bush River divides APG into two main areas: the Edgewood Area
of APG liesto the west of the river and the Aberdeen Arealiesto the east.

The Edgewood Areaislisted on the National PrioritiesList (NPL). The NPL is EPA'slist of hazardous waste
sitesin the United States that are considered priorities for long-term remedial evaluation and response.

The U.S. Army Environmental Center Defense Sites Environmental Restoration Tracking System (DSERTS)
identifiesthe 13 study areasat Aberdeen Proving Ground. Theclusters, operable units, and/or subdivided areas
within each of the study areas are assigned individual DSERTS numbers.

The OBRRD is DSERTS#EABRO3-A as stated inthe U.S. Army Garrison, APG, Installation Restoration
Plan, Action Plan, Final, March 1998.

The Bush River Study Area (BRSA) isdivided into three areas: Northern Bush River, Southern Bush River,
and Cluster 3. Cluster 3islocated in the westernmost portion of the study area north of Bush River Road (Fig.
2). Cluster 3 includes two sites: the Old Bush River Road Dump (OBRRD) (Site 3) and the Transformer
Storage Area (Site 23), and consists of approximately 20% secondary-growth upland forest, 29% grassy fields,
1% wetlands areas, and 50% developed areas.

The OBRRD liesin the northeastern portion of Cluster 3 within a drainage area west-southwest of Lauderick
Creek. The majority of the OBRRD consists of secondary-growth trees, grass, and shrubs. Perennial streams
border the northern and eastern edges of the OBRRD and drain northeast into the Lauderick Creek wetland
area. These streams support nontidal wetlands according to the wetlands delineation conducted at the site.
These are freshwater wetlands located above the reach of the highest tide. The wetlands are continuous along
theditchesand into Lauderick Creek. Thiswetland areaisclassified asestuarine, intertidal, emergent wetlands,
which drain into an upper branch of Lauderick Creek (U.S. Fish and Wildlife Service 1981).

Five deep geotechnical borings drilled in BRSA indicate there are three distinguishable aquifers separated by
confining units. The three aguifers are the surficial aquifer. the Canal Creek Aquifer, and the lower confined
aquifer (APG 19974d). The surficial aquifer thins and appears intermittently in this area and does not exist
beneath the OBRRD. A confining layer composed of silts and clays separatesthe Canal Creek Aquifer and the
water-bearing units above it. The confining laver is continuous beneath the OBRRD.
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22SITEHISTORY AND ENFORCEMENT ACTIVITIES
2.2.1 SiteHistory

The Bush River Study Area (BRSA) covers approximately 500 acres on a peninsula located in the northeast
portion of the Edgewood Area and is bounded on the north by Lauderick Creek, onthe east and south by Bush
River, and on the southwest by Kings Creek. As early as 1918, portions of the BRSA were used for training,
test activities, chemical storage, and waste disposal. The southern part of the peninsula was designated as
"A-Field" and was used for artillery firing, training, testing, and for smoke and incendiary munitions testing.
It is not known if there was a munition impact areain the BRSA. During World Wars | and |1, the areawas
a main storage and transshipment depot for chemical-filled munitions. The large dock on the southeastern
boundary received foreign chemica munitionsthat were captured in Europe and shipped to the Edgewood Area
for testing and disposal. Dredging materials from the dock channel were deposited onto a southern parcel of
the peninsula (USAEHA 1989).

The OBRRD predates World War 11 and may have existed before 1917, when the Edgewood Area became
government property. A U.S. Geological Survey topography map from 1915 indicates aformer home site was
located near the present location. Thereisno historic documentation onwhat was disposed of at the Site. Aerial
photographs indicate the OBRRD was active in 1929 and continued to be active through the early 1940s
(USAEHA 1989). Inspections reveal that wastes were pushed out toward Lauderick Creek over time, not all
wastes were covered. and burning occurred at the site. The site is currently inactive; according to aerial
photographic evaluations, disposal activities last occurred during the mid 1940s.

2.2.2 Enfor cement

From 1984 to 1985, APG was evaluated as a potential National Priorities List (NPL) site under CERCLA
(USEPA 1985). In 1985, the Edgewood Area of APG was proposed for inclusion onthe NPL; it waslisted on
the NPL in 1990. In 1986, between the time of the proposed listing and the final listing, a Resource
Conservation and Recovery Act (RCRA) corrective action permit (MD3-21-002-1355) was issued by the
USEPA Region |1 to address solid waste management units (SWMUSs) in the Edgewood and Aberdeen Area
of APG. As part of the RCRA permit, U.S. Army Environmental Hygiene Agency (USAEHA) performed a
RCRA Facility Assessment (RFA) study for the Edgewood Area. In addition to the RFA, the RCRA permit
required that a RCRA Facility Investigation (RFI) be performed. However, because of the fina listing of the
Edgewood Areaonthe NPL in 1990, the RFl was not completed. Further investigations were to be performed
under CERCLA.

After the Edgewood Areawas placed onthe NPL, aRemedid Investigation (RI) wasinitiated at Cluster 3. The
Remedial Investigation recommended a Feasbility Study be conducted to evaluate potential remedial
alternatives for the Old Bush River Road Dump (Site 3).

The following documents provide details of the site investizations and cleanup actions at Cluster 3:

I USAEHA, 1989. RCRA Facility Assessment Report, Edgevood Area. Aberdeen Proving Ground.
Maryland, Report No. 39-26-0490-90.



APG, 1996. Bush River Study Area Wetlands Delineation Report, Aberdeen Proving Ground, Maryland,
September 1996.

APG, 1998. Remedial Investigation Report, Bush River Sudy Area, Cluster 3, Aberdeen Proving
Ground, Maryland, July 1998.

APG, 1997. Focused Feasibility Sudy Data Report. Cluster 3. Ste 3, Bush River Study Area, Aberdeen
Proving Ground, Maryland, April 1997.

APG, 1997, Focused Feasibility Sudy Data Report Addendum for Cluster 3, Ste 3, Bush River Study
Area, Aberdeen Proving Ground, Maryland, October 1997.

APG, 1998. Feasihility Sudy, Cluster 3, Old Bush River Road Dump, Bush River Study Area, Aberdeen
Proving Ground, Maryland, July 1998.

APG, 1998, Proposed Planfor Cluster 3, Ste 3, Old Bush River Road Dump, Bush River Study Area
Aberdeen Proving Ground, Maryland, July 1998.

2.3 HIGHLIGHTSOF COMMUNITY PARTICIPATION

APG currently hasaRestoration Advisory Board (RAB) that consists of representativesfromlocal government
agencies, businesses, and the community groups playing an active rolein the Installation Restoration Program
(IRP) process. One active group represented on the RAB isthe Aberdeen Proving Ground Superfund Citizens
Caodlition. The RAB meets monthly to discuss and concur on avariety of topics regarding the environmental
program at APG. The RAB hasthe opportunity to review and comment on all documents addressing the IRP
sites. APG offered opportunitiesfor public input and community participation during the RI, Feasibility Study
(FS) and Proposed Plan for Cluster 3, Site 3, Old Bush River Road Dump. The Proposed Plan was made
available in the Administrative Record, which was housed in public facilities off the APG installation. The
notice of availability of the Proposed Plan was published in The Aegis (Harford County local paper), the Kent
County News (Kent County local papers), The Avenue and The Essex Times (Baltimore County local paper),
and the Cecil Whig (Cecil County local paper) on July 29, 1998, and inthe APG News (installation newspaper)
on July 30, 1998. A public comment period was held from July 31 through September 14, 1998. APG held a
public meeting on August 18, 1998, at 6:30 p.m. at the Edgewood Senior Center. Edgewood, Maryland, to
discussthe investigation activities that occurred at the Old Bush River Road Dump. Representatives from the
USEPA, MDE, and APG were present to answer questions about APG, OBRRD, and the recommended
alternative.

A summary of questions and responses from the public meeting is included in the Responsiveness Summary
(Section 3). These community participation activities fulfill the requirements of Section 113(k)(2)(B)(I-v) and
117(a)(2) of CERCLA.

2.4 SCOPE AND ROLE OF THE OLD BUSH RIVER ROAD DUMP OPERABLE UNIT

This ROD documents the selected remedy for surface soil, surface water, and sediment, at the OBRRD.The
OBRRD represents one component of a comprehensive environmental investigation and cleanup being
performed under the IRP at APG. Protectiveness of this action will be evaluated during the five-year review
process. Long-term monitoring data will be available for those reviews.



The purpose of the remedia action isto prevent future environmental impacts as a result of the migration of
contaminants to areas where humans and environmental receptors may be exposed.

A study of groundwater in the BRSA is ongoing. Groundwater contamination is not addressed in this ROD.
Subsequent actions will evaluate the risks and need for action based on groundwater contamination.

25 SITECHARACTERISTICS

The Cluster 3Rl report investigated 2 sites: the OBRRD (Site 3) and the Transformer Storage Area (Site 23).
TheRI concluded that there would be no further action for the surficial aquifer, since it meetsthe requirements
of Type 1l aguifer under the Code of Maryland Regulations, and cannot be considered a potential potable
water supply. Also, there would be no further action at the Transformer Storage Area, aremoval action was
completed in 1991. However, it did recommend a Feasibility Study for the Old Bush River Road Dump.

The OBRRD is approximately 1.56 acres. The site contains many areas where surface debris is either
uncovered or partially covered. There is no documentation on the types of wastes placed into the Old Bush
River Road Dump. However, there is potentia for hazardous materials. Lead contaminated soil; discarded
laboratory suppliesand glassware; recovered UXO; chemical plant process equipment; burned remnantsof gas
mask canisters, concrete piecesand bricks: metal objects, rods, wire, and pipes; aswell as other demolition and
household waste have been found at the site. The types of UXO which were used during this eraand may have
been disposed of in the dump include 75 mm shells, Livens projectors, and 4.2 inch mortar rounds.

The Army completed aremoval action involving the placement of afence around the OBRRD in May of 1996.
2.5.1 Summary of Site Surface Water Characteristics

Fourteen surface water samples (seven locationsin two rounds) were collected during the field investigations.
Only two samples had exceedences above the Fresh Acute Water Quality Criteria (FAWQC). The FAWQC
was used to evaluate the groundwater's potential impact on surface water. The two samples had exceedences
of lead (94.3 and 115 pg/L) just above the FAWQC of 82 pg/L.

2.5.2 Summary of Site Sediment Characteristics

Sediment samples were compared to USEPA Biological Technical Assessment Group (BTAG) screening
criteria for sediment, which are based on ecological risk values. Sediment samples showed elevated levels of
lead (484 mg/kg), nickel (125 mg/kg), and zinc (669 mg/kg) relative to BTAG criteria Six sample had
concentrations of beryllium (up to 5.8 mg/kg) which where above the human health screening criteria (0.150
mg/kg) [EPA Region |11 Risk Based Concentrations residential (RBCs)]. The elevated levels of meta in the
sediment arethe same metalsthat are present ontop of the landfill and the northeastern pushout area. Therefore,
it appears the sediment contamination has come from past or continuing sumping and erosion of the surface
of the OBRRD.



2.5.3 Summary of Site Soil Characteristics

Two out of seven soil sampleshad concentrations (4,700 and 3,120 mg/kg) abovethe EPA ecological screening
level for lead (400 mg/kg). These samples were taken from the burn areas on the landfill. The surface soilson
the OBRRD contain elevated levels of metals compared to samples adjacent to the Dump. Metals such as
copper (13,600 mg/kg), nickel (42mg/kg), zinc (669 mg/kg), mercury, and arsenic (49.2 mg/kg) have been
found at elevated levels on the landfill. However, these levels of contamination are below industria risk based
screening criteria.

The burn areas are sparsely vegetated, and the soil in these areas is discolored. Elevated levels of lead (484
mg/kg) were found in a soil sample near a burn area. Lead was also found in soil samples taken from the burn
areas (4,700 and 3,120 mg/kg). It also appears that erosion and soil Sumping in this area have transported
contaminated soil and sediment from the landfill into the streams and wetlands.

254 SUMMARY OF GROUNDWATER CHARACTERISTICS

Five deep geotechnical borings drilled in BRSA indicate there are three distinguishable aquifers
separated by confining units. Thethree aquifersarethe surficial aquifer. the Canal Creek Aquifer, and
the lower confined aquifer (APG 1997). Wells and borings drilled in Cluster 3 show that a
water-bearing fill zone existswithinthe northeast portion of the OBRRD and along thetwo perennial
streams bordering the Dump. The surficial aquifer thins and appears intermittently in thisarea. The
Canal Creek Aquifer isunder confined conditions. Inthe vicinity of the Dump, the aquifer dipsto the
east. It isencountered at elevations around -2 to -13 ft mean sealevel (MSL). It variesin thickness
from 5to 20 ft The Canal Creek Aquifer outcrops and is recharged west of the Dump. Groundwater
flow in the Canal Creek Aquifer isto the northeast. A confining layer composed of dits and clays
separates the Cana Creek Aquifer and the water-bearing units above. The confining layer is
continuous beneath the Dump. The confining layer varies in thickness from 2 to 30 ft. Any
contamination migrating downward is contained in the fill zone and cannot enter the underlying
aquifers. Groundwater contamination in the Bush River Area is being addressed in a separate
Operable Unit and is not addressed in this ROD.

2.6 SUMMARY OF SITE RISKS

APG conducted a human health and ecological risk assessment as part of the Rl to estimate the
probability and magnitude of potential adverse human health effect and environmental effects from
contaminants at the site.

2.6.1 Human Health Risk

The human health risk assessment evaluated each contaminant detected in the groundwater, surface
water, soil, and sediment samples collected during the RI and the Feashility Study (FS). The
contaminant concentrations were compared to the EPA RBCs and background concentrations.
Contaminants above screening criteria were evaluated in the risk assessment.

The human health risk assessment evaluated eight contaminants of concern The contaminant of
concern identified in groundwater samples was cadmium. The contaminants of concern identified in
soil samples



werebenzo(a)pyrene (asemivolatile organic compound). 4.4-DDT, arsenic, copper, iron, beryllium,
antimony, lead, p-chlorophenylmethyl sulfoneand 2-hexone, RBC Beryllium, iron, 4,4'-DDT, arsenic,
copper, iron, benzo(a)pyrene, beryllium, chlordane, 2-methylnaphthlene, phenanthrene, lead,
magnesium, and antimony were identified as contaminants of concern in the sediment. Arsenic was
identified in surface water. See the FS for more information on contaminants of concern (Section
1.3.3.2, page 1-16).

Health risk levels, determined using EPA guidance to ensure that conservative estimates of potential
health effects are determined, differ depending on the assumed land use because human exposures
differ with land use. A conservative estimate of risk was developed incorporating the potentia
exposure pathways and includes ingestion and dermal absorption of the affected media.

The human health risk assessment concluded the conservative estimate of potential carcinogenic risk
of each chemical detected at Cluster 3 was below 1 x 10° which falls within EPA's acceptable risk
range. In addition, the hazard indices for each exposure pathway at the OBRRD were less than one.
The OBRRD property isin an industrial area, however there is military residential housing north of
the OBRRD. A review of historical information and recent UXO surveys indicates that detonation
of a4.2-in. chemical mortar located at the existing ground surface isthe worst case scenario for risk
to human health. The risk assessment considered the proximity of the residential property to the
landfill. The selected remedial actions will be protective of the residents.

2.6.2 Ecological Risk

An ecological risk assessment was performed to assess potential adverse effects from Cluster 3 to
ecological receptors. Absolute conclusions cannot be made regarding the potential for chemicals at
Cluster 3 to adversely affect ecological resources because of the many uncertainties surrounding the
estimates of toxicity and exposure. However, severa general conclusions were made regarding the
potential for adverse effects to ecological resources.

The results of the sediment analysisindicate the greatest potential for adverse effectsto the benthic
organisms are likely posed by the creek sedimentsin the freshwater marsh. The results of the surface
water analysis indicate a limited potential for adverse effects to aguatic life from the surface water
of the creek in the freshwater marsh.

The analytes noted to exceed ecological criteria include DDD, lead, and nickel, which were
characterized as having the greatest potential for adverse effects to benthic organisms in the Rl
Ecological Risk Assessment.

2.7 REMEDIATION OBJECTIVES AND DESCRIPTION OF ALTERNATIVES
Remedia action objectives (RAOs) developed for the OBRRD are to:

prevent direct contact with the Dump's soil and waste,

reduce infiltration into the Dump and possible migration of contamination,

prevent erosion of surface soil from the Dump to surface water and sediment

contain any potentia risk of detonation of unexploded ordnance by providing a physical barrier to the
release of either chemicals or fragmentation, and

HHHBEH
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. areduce/ eliminate risk to ecological receptors.

The EPA's Presumptive Remedy for CERCLA Municipal/Military Landfillswas used in developing remedial
action alternatives. The presumptive remedy processinvolvesstreamlining the FSto analyze only containment
options and no-action alternative. Several remedial action alternatives were developed from the genera
response action of containment. The following remedial action aternatives were developed:

ALTERNATIVE 1. No Action

Annual O&M Cost $17,162
Present Worth $328,323

CERCLA, asamended, and the National Contingency Plan requirethat the "no action" atemative be evaluated
at every siteto establish a baseline for comparison. Remedial action is not included as part of the "no action™
scenario; however, long-termmonitoring will beincluded to determineif contaminantsmigratefromthe landfill.

ALTERNATIVE 2. Composite Cap

Capital Cost $1,257,628
Annual O&M Cost $23,222
Present Worth $1,701,884

The purpose of the composite cap isto prevent infiltration by layering geosynthetic material to drain water off
the OBRRD, prevent infiltration through the composite layers, vent gases produced from the OBRRD, and
contain any potential risk of detonation of a buried 4.2 inch chemical mortar. This type of cap is commonly
used for municipa and hazardouswaste landfills. A combination of alow-permeability geosynthetic clay layer
and a flexible geomembrane would be installed as a highly effective means of reducing the potential for
infiltration of water into the OBRRD, thereby reducing the possibility of contaminant migration.

ALTERNATIVE 3: Soil Cap

Capital Cost $881,856
Annual O&M Cost $21,782
Present Worth $1,298,564

The purpose of the soil cap isto reduce infiltration, stabilize the OBRRD to prevent erosion of surface soll,
and contain any potential risk of detonation of a buried 4.2 inch chemical mortar. A vegetative cover is
established to minimize erosion, enhance evapotranspiration, and minimize infiltration. Establishing and
maintaining a good vegetative cover isimportant in the performance of this aternative.

ALTERNATIVE 4: Vegetative Barrier Cap

Capital Cost $819,236
Annua O&M Cost $19,652 to $54,963 (varies by year)

11



Present Worth  $1,308,699

The vegetative barrier cap, in conjunction with a soil cap, isan innovative technology used for landfill closure.
This technology uses selected trees or grasses to further reduce infiltration into the OBRRD through
transpiration. Although trees and certain grasses can increase the surface roughness of a landfill and thus
increase infiltration, the transpiration rates should compensate for the added amount of infiltration entering the
surface of the OBRRD. Thistechnology uses alternative vegetation such as poplar trees and grassesto prevent
precipitation from percolating beyond the root zone. This aternative will aso contain any potentia risk of
detonation of a 4.2 inch. chemical mortar round.

2.8 SUMMARY OF COMPARATIVE ANALYSISOF ALTERNATIVES

The remedia alternatives presented in Section 2.7 were evaluated in accordance with the regulatory
requirements of CERCLA using the nine criteriaspecified by USEPA as set forthinthe NCP. Theninecriteria
are categorized into three groups: threshold criteria. primary balancing criteria, and modifying criteria. The
aternative that is ultimately implemented must satisfy the threshold criteria, which are the most important.
Primary balancing criteria weight the magjor trade-offs among alternatives. Modifying criteria are considered
after conclusion of the public comment period. This section summarizes the relative importance of each
remedial alternativewith respect to thesecriteria. Table 1 presentsacomparison of remedial action alternatives
for the OBRRD.

2.8.1 Threshold Criteria

P Overall Protection of Human Health and the Environment. All of the alternatives except Alternative
1 (No Action) providelong-term protection of human health and the environment. Alternative 4, Vegetative
Barrier Cap, is an innovative technology used specifically to prevent infiltration of precipitation into the
Dump's material using vegetation, specifically poplar trees. Although thisis not a proven technology, the
vegetative barrier isavariation of Alternative 3, Soil Cap. Existing information on poplar trees suggests
that this technology would be effective long term and provide protection to human health and the
environment. The vegetative barrier cap has the fewest short-term impacts during construction. The
composite cap and soil cap require consolidation of waste in the northeast portion of the landfill, whereas
thevegetative barrier cap doesnot. Theposshility of UXO presents problemsin conducting intrusivework
inand around the Dump and creates short-termrisksto workers. The composite cap also requiresgrubbing
of treesand woody vegetation to prepare the surface of the landfill. Thisalso creates more short-termrisks
to workers. The soil cap and vegetative cap do not require grubbing. Existing wetlands will be destroyed
with all three dternatives. However, wetlands will be reestablished to offset long-term impacts. All the
alternatives except Alternative 1 (No Action) meet al ARARS, Alternatives 2, 3, and 4 meet RAOsfor the
Dump. Thesethree aternatives (1) prevent exposure to the Dump, (2) reduce infiltration and subsequent
contaminant migration, (3) prevent erosion of surface soil and risk to ecological receptors, and (4) contain
any potential risk of detonation of a UXO and prevent chemical or fragmentation release. Alternative 1,
No Action, does not meet any of the RAOs and does not meet chemical specific ARARS.
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Table 1. Comparison of remedial action alternativesfor the Old Bush River Road Dump

Evaluation criteria

Overall protection of

Remedial human health and the Compliance with L ong-term effectiveness Reduction of toxicity,
alternative environment ARARs and performance mobility, and volume Short-term effectiveness Implementability Cost
Does not provide adequate No impactsto workers or Easily implemented, Long-term Monitoring
Alternativel, protection; ARARS are not No reduction of toxicity, community; no reduction of installation of O&M: $328,323
No Action met; RAOs are not met Will not meet Risks are not reduced mobility, or volume risk in short-term monitoring wells NPW:$328,323
Most difficult to
implement because of
the use of
geosynthetics;
High level of protection; High degree of reliable however it isawell
possihility of more short- long-term protection to Greatest short-term impacts developed technique:
Alternative 2, term impacts than other human health and Reduces contaminant because it requires the most materials and Capital: $1.257,628
Composite dternatives; meets ARARs environment; commitment mobility but not toxicity excavation; effective as soon equipment readily O&M: $444,256
Cap and RAOs Will meet to O&M isrequired or volume as congtructed available NPW: $1,701,884
Protective of human health Reliable long-term
and the environment, protection to human health Some short-term impacts Least difficult to
short-term impacts from and environment; Reduces contaminant from excavation; effective as implement; materials Capital: $881,856
Alternative 3, excavation; meets ARARs commitment to O&M is mobility but not toxicity S00N as grassy vegetation is and equipment readily O&M: $416,707
Soil Cap and RAOs Will meet required or volume established available NPW: $1,298,564
Innovative technology;
performance data are not Easy to implement
available, use of however, more
vegetation to decrease Fewest short-term impacts difficult to maintain,
inhalation lowest short- Provides long-term because least amount of however, materials
Alternative4, termimpacts; if effective, protection to human health Reduces contaminant excavation, takes longer to may not be ready Capital: $819,236
Vegetative will meet ARARs and and environment; high mobility but not toxicity establish vegetation and available, high degree O&M: $489,463
Barrier Cap RAOs Will meet degree of O&M isrequired or volume effectiveness of O&M NPW: $1,308,699
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P Compliancewith Applicableor Relevant and Appropriate RequirementsAlternatives 2, 3, and 4 comply with
al identified ARARs. Alternative | does not comply with al ARARs. Alternative 1 does not comply with
chemical-specific ARARs or RCRA Hazardous Waste Landfill requirements, which set forth criteria for cover
systems for solid waste landfills.

2.8.2 Primary Balancing Criteria

P Long-termEffectivenessand Per manence. Alternatives 2 and 3 provide reliable, long-term protection of human
health and the environment. None of the alternatives provides permanence because the waste at the Dump is not
treated. Asdiscussed earlier, Alternative 4, Vegetative Barrier Cap, is an innovative technology used to prevent
infiltration into the Dump's material using poplar treesand grassy vegetation. | nformation on poplar trees suggests
they would be effective long term.

Alternative 1, No Action, is not effective long term and is not permanent. Commitment to O&M is essential inthe
long-term effectiveness of these dternatives. Alternative 4, Vegetative Barrier Cap will require the most
maintenance of all three alternatives.

# Reductionof Toxicity, Mobility, and Volume. Alternatives 2, 3, and 4 reduce contaminant mobility by reducing
surface water infiltration and limiting the transport of contaminants via surface water runoff. According to the
HELP Model, the composite cap prevents infiltration better than the soil cap. However, both are comparable in
preventing erosion of surface soils. No reduction in toxicity or volume of landfill contaminantsis achieved with any
of the alternatives because the waste at the Dump isleft in place. Again, the vegetative barrier cap isan innovative
technology, and performance dataare not available onreduction of infiltration rates. However, thetechnology using
poplar trees suggests that infiltration will be greatly decreased and mobility would then be reduced during the
growing season. Alternative 1, No Action, does not reduce toxicity, mobility, or volume.

# Short-term Effectiveness. The vegetative barrier cap has the fewest short-term impacts during construction. The
planning stages of al three aternatives include minimizing excavation. The possibility of UXO presents problems
in conducting intrusive work in and around the Dump and creates short-term risksto workers. The composite cap,
soil cap, and vegetative barrier cap require consolidation of waste, which will require excavation in the northeast
portion of the landfill. All three alternatives require rerouting of the streams, which involves minimal excavation.
The composite cap aso requires grubhing of trees and woody vegetation to prepare the surface of the landfill. This
also creates more short-term risks to workers. The soil cap and vegetative cap do not require grubbing. The
vegetative barrier cap may take longer to become effective than the other aternatives. Asthe poplar trees grow,
they absorb more water; therefore, this alternative may not be as effective as the composite cap and soil cap within
thefirst year. The composite cap and soil cap are very smilar with respect to short-term effectiveness. Alternative
1isnot effective short term and has no short-term impacts to site workers.

# Implementability. Alternative 1, No Action, isthe easiest to implement. Of the other alternatives, Alternative 3,
Soil Cap, iseasier to implement. Conventional construction equipment and techniques are used, and materials are
readily available. The vegetative cap is easy to construct. However, because this technology is patent pending,
materials may be available from only one service contractor. However, most of the work will require conventional
congruction equipment. The Vegetative Barrier Cap will also require the greatest amount of maintenance. The
composite cap is
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more difficult to implement than the other aternatives because of the use of geosynthetic materials. However,
composite caps using geosynthetics have been used at many hazardous waste sites and the technique is well
developed. Extreme weather conditions can delay implementation of all the aternatives, particularly Alternative
2, Composite Cap.

P Cost. Following are the cogts of the alternatives from least expensive to most expensive:

Alternative 1,No Action $328,223
Alternative 3, Soil Cap $1,298,564
Alternative 4,V egetative Barrier Cap ~ $1,308,699
Alternative 2, Composite Cap $1,701,884

283 Modifying Criteria

P State/Agency Acceptance. Maryland Department of the Environment does not accept Alternative 1. Alternative
3isacceptable because this alternative preventsdirect contact with the OBRRD soil and waste, reducesinfiltration
into the OBRRD and possible migration of contamination, prevents erosion of surface soil, containsthe detonation
of buried UXO, and reduces risk to ecological receptors.

P Community Acceptance.The community has accepted Altemative 3 during the public comment period.
29THE SELECTED REMEDY: SOIL CAP

The soil cap, isthe selected remedy for remediation of the Old Bush River Road Dump. The soil cap reduces migration
of contaminants by reducing infiltration, stabilizing the OBRRD to prevent erosion of surface soil, and contain the risk
of detonation of a4.2-in. chemical mortar. A review of historical information and recent UXO surveys indicates that
detonation of a 4.2-in. chemical mortar located at the existing ground surface is the worst case scenario for risk to
human health. The Conventional Weapons Effects Model shows that a burial depth of 3 ft is sufficient to contain the
blast produced by a 4.2-in. chemical mortar. The soil cap will consist of two layers. The first layer will be aminimum
3 ft foundation layer. The second layer will be aminimum 6 inch layer of topsoil to support vegetation. Therefore, the
Soil cap will be a minimum of 3 feet 6 inches. The HELP model, which is used by EPA to understand infiltration
through landfill caps, showsthat a soil cap with good vegetative cover will reduce infiltration of precipitation into the
landfill by 76%.

Ingtitutional controlswill be implemented inthe area. A 6-foot fence with warning signswill be maintained around the
OBBRD to restrict access. In addition, land use, access, and excavation restrictionswill beincluded in APG'sGI S, and
in APG's Real Property Master Plan. All use restrictions will be incorporated in any real property and/ or real estate
documents necessary for transferring ownership from the Army, in the unlikely event that the Army transfers the
property. Thereal property and/ or real estate documents would also include adiscussion of the NPL status of the site,
as well as a description of the contaminants at the site. Quarterly inspections will be performed and the Army will
certify to EPA onanannual basisthat theingtitutional controlsarefunctioning. A ste-wide LUCAP isbeing developed
for APG, and will incorporate Cluster 3.
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Thisdternative meetsthe Remedial Action Objectivesof ( 1) preventing direct contact withthe OBRRD soil and waste,
(2) reducing infiltration into the OBRRD and possible migration of contamination, (3) preventing erosion of surface
soil, (4) contain the risk of detonation of buried UXO, and (5) reducing risk to ecological receptors. A comprehensive
monitoring plan for the site will be developed through a cooperative effort betweenthe U. S. Army APG, USEPA, and
MDE, after thisROD isfinalized. The plan will approved by the USEPA and be available in the administrative record,
asrequired by CERCLA.

2.9.1 DOCUMENTATION OF SIGNIFICANT CHANGES

There have been no significant changes since the Proposed Plan was presented.

292 PERFORMANCE STANDARDS

#

The soil cap will consist of two layers. Thefirst layer above the OBRRD surface will be aminimum 3-ft foundation
soil layer designed to contain a blast of buried UXO and prevent an acute release of chemical gases. Aswith the
composite cap, areview of historical information and recent UXO surveys indicates that a detonation of asingle
4.2-in. chemica mortar located at the existing ground surface is the worst case scenario for risk to human health,
since chemical munitions do not sympathetically detonate. The Conventional Weapons Effects Model shows that
aburial depth of 3 ft is sufficient to contain the blast produced by a 4.2-in. chemical mortar. The soil cap, which
will consist of two layers, will be aminimum of 3 feet 6 inches.

The second (top) layer will be aminimum %2-ft-thick layer of topsoil. The cap will be thicker in someareasto bring
the surface of the cap to alevel grade with a4% dopeto facilitate drainage. A vegetative cover will be established
to minimize erosion. enhance evapotranspiration, and minimize infiltration. Surface and subsurface wastes outside
the limits of the OBRRD cap will be consolidated and placed under the cap limits

Both adjacent streams will be filled because of their proximity to the OBRRD. The streams will be relocated
around the dope of the OBRRD; the northern stream will be moved to the north and the eastern streamto the east.
Both streams support emergent wetland vegetation that will be destroyed during construction. Stateregulationsand
policy on destruction of nontidal wetlands dictate that emergent wetlands must be reestablished on aminimum 1:1
basis. The area of the wetlands that will be disturbed and reestablished onsite is approximately 0.35 acres.

Long-termmonitoring will be performed for aminimum of 30 yearsto ensure the long-term performance of the soil
cap. The cap will beinspected for erosion, subsidence, vegetation density, and any other problemsthat may impede
performance of the soil cap. Sediments downgradient to the OBRRD will be sampled quarterly for the first year,
and annually thereafter.

Because the remedy does not alow for unrestricted future use of the site, areview will be conducted within 5 years
after commencement of remedia actions to ensure adequate long-term protection of human hedth and the
environment is maintained. At that time the need for additional 5 year reviews will be evaluated.

Ingtitutional controlswill be implemented inthe area. A 6-foot fence with warning signswill be maintained around
the OBBRD to restrict access. |n addition. land use, access, excavation
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restrictions will be included in APG's GIS, and in APG's Real Property Master Plan. In addition, the
Director of APG's Directorate of Safety, Hedlth, and the Environment will certify to EPA on an annual
basis that there have been no violations of the prohibitions. If aviolation has occurred, a description of
the violation and corrective actions to be taken will be provided.

29.3 COMPLIANCEWITHAPPLICABLEORRELEVANT APPROPRIATEREQUIREMENTS

The selected remedy meets or exceeds all ARARSs. The specific ARARs are listed in Table 2: Description of
ARARs for Selected Remedy.
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Table 2 Description of ARARsfor selected Remedy

Media Require Syno_pssof Action to betaken to Attain Requirement | Status
ment Requirement
Ground Chemical Federal Clean The objectives of the Clean Water Act isto restoreand | Applicable
Water And Water Act 40 CFR | maintain the chemical, physical, and biological
Action Part 131 Water integrity Of the nation’swater. This objective is
Quality Standards | achieved through The control of discharges of
pollutants to navigable waters. This control is
implemented through the application of federal, state,
and local discharge standards. CERCLA § 121 states
that hazardous substances, pollutants, or contaminants
left on-site at the conclusion of the remedial action
shall attain federal water quality criteria. Water quality
criteria are based on the potential use of the stream.
Therefore, FAWC are applicable for clean up standards
for the streams near the Dump.
Ground Chemical Maryland Water Maryland water quality regulations designate uses of Applicable
Water Quality COMAR the waters of the state and establish water quality
26.08.02.01-08 standardsto protect the designated uses. This
regulation is applicable and will be met by constructing
a soil cap on the Dump minimizing the potential for
leachate to degrade surface water.
Hazardous | Location Maryland Natural Because Site 3 is within the .000-ft buffer of the Applicable
Waste Resources Code Chesapeake Bay known as the Critical Area, activities
annotated Sections | are subject to natural resource protection standards and
8.1801 to 8.1816 restrictions, which require the implementation of storm
water runoff control devices and other impact reviews
and controls. Storm water and sediment controls will
be implemented to meet the requirements of this
regulation.
Ground Action Changesin Stream | Permits are not required for CERCLA actions. Applicable
Water Channels or However, the substantive requirements of the
Floodplains regulation must be followed; therefore, this regulation
COMAR 26.04.07 | isapplicable.
Ground Action Maryland Appliesto owners and operators of permitted Relevant
Water Standards for hazardous waste facilities, including landfills, for And
Groundwater groundwater monitoring and protection . This Appropria
Monitoring and regulation addresses general groundwater monitoring te
Protection requirements, concentration limits, and compliance
COMAR points. The Dump is not a permitted facility; however,
26.13.05.06 the monitoring requirements are relevant and

appropriate to the situation at the site. A groundwater
monitoring system will be implemented to determine if
migration is occurring from the landfill.
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Table 2 Description of ARARsfor Selected Remedy cont.

Media Require Synqpssof Action to betaken to Attain Requirement Status
ment Requirement
Ground Action U.S. Army Corps Although a permit is not required because thisis a Applicable
Water and of Engineers CERCLA site, the substantive requirement must be
Sail [330SC1341 followed. Capping procedures must follow
Certification] 33 requirements for wetland protection or implement
CFR Part 323 engineering controls to minimize or prevent adverse
impacts.
Ground Action Nontidal Wetlands | Although a permit is not required because thisis a Applicable
Water and COMAR 26.23.01- | CERCLA site, the substantive requirement must be
Sail .05 followed. State policy on the destruction of wetlands
requires that emergent wetlands must be mitigated on a
1:1 basis.
Ground Action Clean Water Act Permits are not required for CERCLA actions. Applicable
Water and Section 404 However, the substantive requirements of the
Sail National Wide regulation must be followed.
Permits
Hazardous | Action Munitions Rule 40 | After amunition is determined to be a solid waste, the | Applicable
Waste CFR 264,300 regulations establish if it is also a hazardous waste.
White phosphorous was found in a munition in the
Dump. White phosphorous is considered a RCRA
hazardous waste because it is highly reactive.
Soil Action Maryland Erosion | Requires aerosion and sediment control plan to bein Applicable
and Sediment place for any federal project unless the project involves
Control COMAR less than 100 cubic yards of grading of 5,000 square
26.09.01 feet of grading. An erosion and sediment and control
plan will be implemented.
Air Action Maryland air Dust Suppression techniques will be used to minimize | Applicable
Quality regulations | the airborne transport of contaminated dust in
COMAR 26.11.01- | compliance with this regulation.
26.11.02.21
Ground Action Maryland Applicable to the abandonment of monitoring wells Applicable
Water and Regulations for within the limits of the cap.
Soil Well Drillers
COMAR 26.05
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.Table 2 Description of ARARsfor Selected remedy cont.

Media Require Synqpsisof Action to be Taken to Attain Requirement Status
ment Requirement
Ground Action Ground water The Dump is not permitted disposal unit; potential Relevant and
Water Quality Regulations | discharges are being mitigated, and approval from appropriate
COMAR the state will not be needed or required. However,
26.08.02.09 the purpose of the regulation isto protect ground
water and surface waters of the state; therefore,
putting a soil cap on the Dump prevents migration
of contaminants to surface water and comp|lies with
the substantive requirements of the regulation.
Hazardous Action AR 200-2 Provides guidance on incorporating into CERCLA Applicable
Waste Enviromental Effects | process (FSs). It implements the Council on
of Army Actions Environmental Quality’s NEPA regulations. Asa
matter of policy, the organization preparing the FS
ensures the document complies with 40 CFR 1500-
1508.
Hazardous Action CEQ NEPA This regulation will be complied with by Relevant and
Waste Regulations 40 CFR | implementing AR 200-2 Appropriate
1500-1508
Hazardous Location | Fish and Wildlife No Bald Eagles nests are currently within 500 Applicable
Waste Coordination Act (50 | meters of Cluster 3; applicable if there are possible
CFR Part 402 impacts to threatened or endangered species.
Interagency
Cooperation-
Endangered Species
Act of 1973, as
amended)
Hazardous Location | Federal Conservation | No endangered species are believed to be within 500 | Applicable
Waste of Wildlife meters of Cluster 3. Applicable if there are possible
Resources 50 CFR impacts to threatened or endangered species.
Part 402
(Endangered Species
Act)
Hazardous Location | Maryland The Bald Eagle is believed to forage in and around Applicable
Waste Threatened and the study area. However, no nest sites are currently
Endangered Species | within 500 meters of Cluster 3. Construction
Regulations activities are not anticipated to impact the bald
COMAR 08.03.08 eagle: applicable if there are possible impacts to

threatened or endangered species.
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3.0 RESPONSIVENESS SUMMARY

The final component of the Record of Decision is the Responsiveness Summary. The purpose of the
Responsiveness Summary is to provide a summary of the public's comments, concerns, and questions about
the Old Bush River Road Dump Site and the Army's responses to these concerns.

During the public comment period, written comments were received by APG.

APG held apublic meeting on August 18, 1998, to formally present the Proposed Plan and to answer questions
and receive comments. Thetranscript of thismeeting is part of the administrative record for the site. The Army
and EPA have considered all comments and concerns summarized below in selecting the cleanup method for
the Old Bush River Road Dump Site.

This responsiveness summary is divided into the following sections:

3.1 Overview.

3.2 Background on community involvement.

3.3 Summary of comments received during the public comment period and APG's responses.
3.4 Sample newspaper notice announcing the public comment period and the public meeting.

31 OVERVIEW

At thetime of the public comment period, the Army had endorsed apreferred alternative for the Old Bush River
Road Dump Site. APG proposed a soil cap and long-term monitoring. EPA concurred that the soil cap would
provide adequate protection for this site. EPA also indicated they would need to work with the state to address
appropriate state regulations. MDE generally supported the Army's preferred aternative but stated it would
finalize its position after reviewing public comments. MDE has concurred with the selected alternative.

The community agrees with the concept of capping. Some concerns have been expressed about the type of cap
and the impact of environmenta investigations ongoing at adjacent areas. APG has addressed these questions
and concerns below and will continue to work with the on-post and off-post communities to address their
concerns.

3.2 BACKGROUND ON COMMUNITY INVOLVEMENT
Citizens interest in the Bush River Study Area has been expressed at Restoration Advisory Board meetings
and through comments by the APG Superfund Citizens Coalition. Also, there has been some interest from

military housing residents near the northern portion of the study area.

APG has maintained an active public involvement and information program. Highlights of the community's
involvement in the site and APG's activities during the last two years follow:

*  APG began discussing the history of the Bush River Study Areaand environmental investigations

with the Restoration Advisory Board in February 1995. In August 1995, APG discussed the
Focused Feasihility Study being started for the Old Bush River Road Dump Site.
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The Board further discussed the site at the December 1996 and August 1997 meetings. In August
1998, APG repeated the Proposed Plan briefing given at the public meeting on August 18 at the
Board mesting.

APG released the Proposed Plan for the Old Bush River Road Dump Site for public comment on
July 31, 1998. Copies were available to the public at APG's information repositories at the
Aberdeen and Edgewood Branches of Harford County Library, and Miller Library at Washington
College. A copy of the Proposed Plan also was posted on the I nstallation Restoration Program's
Web Site, and the public was invited to comment through the Web Site.

APG prepared arelease for the APG News announcing the availahility of the Proposed Plan, the
dates of the public comment period, and the date and time of the public meeting.

A 45-day public comment period on the Proposed Plan ran from July 31 to September 14, 1998.

APG placed newspaper advertisements announcing the public comment period and public meeting
in The Aegis, the Cecil Whig, The Avenue, the Essex Times, and the Kent County News.

APG prepared and published a fact sheet on the Proposed Plan. APG mailed copies of this fact
sheet to over 2,650 citizens and elected officials on its Installation Restoration Program mailing
list. The fact sheet included a form which citizens could use to send APG their comments.

On August 18, 1998, APG held a public meeting at the Edgewood Senior Center, Edgewood,
Maryland. Representatives of the Army, EPA, and the MDE presented information on the steand
their respective positions on the proposed cleanup aternatives.

3.3 SUMMARY OF COMMENTS RECEIVED DURING THE PUBLIC COMMENT
PERIOD AND AGENCY RESPONSES

Comments raised during the Old Bush River Road Dump Site public comment period on the Feasibility Study
and the Proposed Plan are summarized below. The comments are categorized by source.

COMMENTS FROM QUESTIONNAIRE INCLUDED WITH FACT SHEET

As part of its fact sheet on the Proposed Plan, APG included a questionnaire that residents could return with
their comments. APG received 10 completed returns. The alternatives preferred by individuals returning
comment forms were:

NF,OPFPO

Alternative No. 1 - Take No Action.

Alternative No. 2 - Composite Cap.

Alternative No. 3 - Soil Cap (see comments 1 and 2 below).
Alternative No. 4 - Vegetative Barrier Cap (see comment 3 below).
Have no preference.
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Written comments included on the form are summarized below.
Comment No. 1: "An excellent, thorough report.”
Response No. 1: APG acknowledges and appreciates the feedback.
Comment No. 2: "If No. 3 does not comply with landfill regulations, then take aternative No. 1.”

Response No. 2: The sdlected aternative complies with all State ARARs. See comments from Maryland
Department of the Environment at the end of this Responsiveness Summary.

Comment No. 3: "If | understood correctly, No. 3would require removal of trees and woody vegetation, same
asNo. 2. 1 therefore chose #4."

Response No. 3:  All of the alternatives would require the removal of some vegetation. Alternative 4, the
vegetative barrier cap, would be used in conjunction with a soil barrier cap and thus vegetation would need to
be removed. The purpose of the vegetative barrier cap would be to further reduce infiltration into the site
through transpiration. However, thisisanew technology and may take longer to become effective as compared
to the other technologies. Therefore, APG and EPA sdlected Alternative No. 3.

COMMENTSFROM RESTORATION ADVISORY BOARD MEMBERS

Aspart of itseffortsto involve the publicin decisons as early as possible, APG provided Restoration Advisory
Board members with a draft of the Proposed Plan and a final version of the Proposed Plan.
Preferred alternatives and comments from Board members are summarized below.

Alternative No. 1 - Take No Action.

Alternative No. 2 - Composite Cap.

Alternative No. 3 - Soil Cap.

Alternative No. 4 - Vegetative Barrier Cap.

Alternative No. 3/Alternative No. 4 (see comment no. 5 below)

RPOMPRO

Comment No. 4: "My only concern is that when work begins on the cap, dust and any other sources of
potential transmission of existing surface contaminants be kept to alevel which is safe. Safe because the work
will occur in close proximity to family housing.”

Response No. 4:  APG agrees with this comment and will take appropriate dust control and sediment and
erosion control measures during the construction.

Comment No. 5: "Report does not state why Alternative 3 (soil cap) was chosen. According to the report, the
vegetative cap has many advantages with the only disadvantage being limit of contractor and amount of
maintenance. Y ou might want to explain APG and MDE's reason for choice.”

Response No. 5: The vegetative cap is also lacking in performance data for both short-term and long-term

implementation. For this reason, APG and EPA selected the soil cap. The soil cap is easier to implement and
maintain, will be protective of human health and the environment, and is cost effective.
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Comment No. 6: "This dternative [aternative no. 3] seemsto be the most cost-effective option.”

ResponseNo. 6: APG agreesthat Alternative 3 is a cost-effective option. While protection of human health
and the environment is the most important criteria, the effective use of taxpayers resourcesis acriteria APG
isrequired to consider.

Comment No. 7: "Since the true components of the landfill cannot be determined, there is at least one
exceedence, and thegroundwater (water-bearing zoneishydraulically connected to the headwatersof Lauderick
Creek, | recommend the composite cap to ensure future leaching into the groundwater does not occur. The
added cost of $400,000 for the low-permeable cap ismoney well spent if it keeps metalsfrom entering the Bay.
As the report admits, dealing with unknowns of the landfill, the plan should take a more conservative
approach.”

Response No. 7:  APG agrees protection of the Bay and other surface water bodies is important. Our
environmental sampling downgradient of thesitefound little evidence of contamination, except fromtheerosion
of the existing landfill surface soil. The proposed soil cap will prevent further erosion and mitigate the
possihility of movement of metalsinthe Bay. Inaddition, APG will implement along-term monitoring program
that includes sampling and bioassays to ensure the soil cover is functioning properly and continues to be
protective.

COMMENTSAT THE AUGUST 18, 1998 PUBLIC MEETING

A full transcript of the public meeting is at APG's information repositories. Following is a summary of verbal
cornments made at the meeting. (Several comments made by a consultant to APGSCC at the public meeting
are addressed in the section which includes al of APGSCC's comments.)

Comment No. 8: A representativefromHarford County Division of Environmental Affairsasked why asingle
membrane cap or similar design was not considered. He also asked about the potential for lateral movement
of substances from buried munitions along the interface between the soil cap and the underlying clay layer.

Response No. 8: Inresponse to the first comment, the State of Maryland regulations require a double-layer
cap for hazardouswaste landfills. The State of Maryland has determined that the requirement for adouble layer
cap does not apply to the Dump. Severa capping configurations were evaluated in the FS. The selected
alternative meets or exceeds the requirements identified by the State.

In response to the second comment, APG did evaluate the potential for munitions to be in the landfill and to
detonate. APG believesit is possible for munitions to be present but very unlikely that they would detonate.
APG believes Alternative 3 will provide adequate protection of human health and the environment evenin the
unlikely event a munition would detonate.

OTHER WRITTEN PUBLIC COMMENTS

The following written comments were submitted from a resident:

Comment No. 9: "It appearsthat Alternative 3 isthe most cost-effect, proactive remedial measure. | am not
clear, however, as to the materiad to be used for the 3-foot foundation. Would this be an impermeable
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material? Would this material be calcium based or enriched due to the migration of metals observed at the site
leaching into ground water?

Response No. 9: The exact specifications of the cover will be contained in the remedial design which isthe
next step in the process. Once the design is complete, APG will send the community afact sheet showing the
exact specifications of the cover. It isanticipated the three-foot foundation will be a common borrow soil, and
would not be impermeable. It is not expected that the material would be calcium enriched. A second layer of
topsoil, with a minimum of %2 foot thickness, will be placed on top of the foundation layer. This layer will
include a vegetative cover which will reduce infiltration of precipitation into the landfill by 76%.

Comment No. 10: The commenter noted Alternative 1 was not acceptable. He stated Alternatives 2 and 3 are
the most reliable remedial approaches, with Alternative 2 being the most conservative and costing over
$400,000 moreto implement. He asked: ""How many monitoring eventswould be required with each alternative
to determine effectiveness and obtain closure? Will the State issue awaiver to COMAR 26.13.14 to avoid a
possible NOV ? Should the State stand firm with COMAR, it would be worth spending the extra $400,000.
Although | believe that if the cost estimations are accurate and the general effectiveness of Alternative 3 is
sufficient that the State will essentially be forcing the installation to waste federal tax dollars based on
formalities and technicalities."

Response No. 10:  See comments from the Maryland Department of the Environment at the end of this
Responsiveness Summary.

Comment No. 11: "I do not understand why the Risk Assessment was overly conservative and included
ingestion as an exposure pathway. If this aquifer of concern was determined not to be viable, then why would
any other scenario outside of the "construction worker scenario” be applicable? Was ingestion included due
to the proximity of the Bush River? | s there evidence that the aquifer provides base flow to the river (a good
assumption). At that point, would you be considering the source of ingestion to be through fish and game that
would use the river as a drinking water source? Or are there municipal water intakes located downstream?
Thank you for this opportunity to comment.”

Response No. 11: APG follows EPA guidance in preparing Risk Assessments; this guidance is very
conservative to be protective of the public and the ecology. Under the guidance, APG looked at potential
exposure pathways including ingestion by humans. The ecological risk assessment examined the potential for
impact to fish and other aguatic life. The ecological risk assessment found only a limited potential for any
adverse effects. APG's surface water sampling also showed only one minimally elevated detection of dissolved
lead above the Federal Ambient Water Quality Criteria.

COMMENTS FROM APG SUPERFUND CITIZENS COALITION (APGSCC)

APGSCC is the recipient of Technical Assistance Grants from the U.S. Environmental Protection Agency.
These grants allow APGSCC to hire consultants to help them review and comment on technical documents.
Following are comments prepared by APGSCC and their consultant, the University of Maryland.
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Comment No. 12: "Presenting only no action and capping alternatives for this 1.56-acre site reduces the
community's ability to evaluate areasonable spectrum of possible solutions and to concur or disagree withthe
selected approach. Asraised by APGSCC's technical consultant at the Restoration Advisory Board meeting,
an appropriate diversity of aternatives should be included in the proposed plan. While the selection of these
alternatives was based on EPA's presumptive remedy for municipal and military landfills, it should be noted
that the Citizen's Guide to Under standing Presumptive Remedies supports the community's right to request
the evaluation of other aternatives."

Response No. 12:  EPA's objective for presumptive remedies is to use past experience at smilar sites to
streamline investigations and speed up selection of cleanup actions. The use of presumptive remedies can
ensure consistency in remedy selection and reduce the cost and time required to clean up similar types of sites.
EPA expects presumptive remediesto be used at all appropriate sites except where site-specific circumstances
suggest that either the presumptive remedy would not be appropriate, or that another remedial alternativewould
be clearly superior when evaluated using CERCLA remedy evaluation criteria.

As discussed in the feasibility study, EPA established source containment as the presumptive remedy for
CERCLA municipal landfill sitesin 1993, and in 1996 issued guidance on the application of this presumptive
remedy to military landfills. The guidance presents a decision framework to use in determining if use of the
presumptiveremedy isappropriate. Thisdecision framework is presented and employed inthefeasibility study,
and clearly indicates that the presumptive remedy, containment, is the most appropriate remedial response.

Published policy and procedures by EPA on presumptive remedies states: " Theidentification of a presumptive
remedy does not relieve the EPA or the Army of the obligation to respond to comments suggesting that other
aternatives should have been considered.” The guidance further states: "... the submission of comments
advocating other approaches does not necessarily require broadening of the FS or EE/CA, or conducting
additional analysis after the plan has been proposed. Whether additional documentation isrequired will depend
upon how substantial or persuasive the comments are (e.g., whether a comment identifies unusual site
circumstancesthat serioudly call into question the applicability of the presumptive remedy)." APGSCC hasnot
identified any such site circumstances that would make the presumptive remedy inappropriate, and other
aternatives do not warrant more detailed study.

Comment No. 13: "TheRP's determination that excavation is not feasible due to costs and explosive risks,
as delineated at the RAB, are not conclusionsthat should be drawn before public comment and full discussion
of the pros and cons viathe RAB and the proposed plan. The presence of munition wastes has been raised as
reasoning for why excavation is not a possibility. However, as APG has vigoroudy pointed out at other sites,
no chemical warfare materiel (CWM) has actually been found at Cluster 3, and one should not automatically
assume that it is present just because an empty CWM round was retrieved. Additionally, contamination has
migrated from the site, as elevated contaminants have been found in Lauderick Creek. The information does
not appear to definitively indicate that capping the site will improve the quality of Lauderick Creek. This site
contains a push out area resulting from the clearance of past burning and dumping activities, by which wastes
are pushed out into the marsh to allow additional disposal activity. At aminimum, monitoring will need to take
place in the marsh and creek to evaluate the effectiveness of the proposed aternative. Ecological impactsin
Lauderick Creek from current contamination levels should aso be adequately evaluated. Without
comprehensive exploration of unknown site characteristics, APG runs the risk of exposing unsuspecting
individualsto unnecessary risks, and although thisisnot alwaysavoidable, the seriousness of inadequate source
evaluation and environmental fate must be given considerable weight in selecting a course of action.”
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Response No. 13: EPA guidance requires issues related to military-specific wastes be considered in the
feasibility study, and that an evaluation be performed to determine if excavation of the wasteis practica. This
analysis is a fundamental element in determining the applicahility of the presumptive remedy at the OBRRD
and was accomplished during thefeasibility study. During the public comment period, the public isencouraged
to review the feasibility study. Also, members of the public may form their own opinions, suggest other
aternatives, and provide feedback to the Army and EPA. The use of the presumptive remedy approach was
presented at the August 1997 RAB meeting thus informing RAB members early in the process of the planned
approach.

For the OBRRD, both an empty L ivens projectile (the empty CWM round) and an explosively configured white
phosphorusmunition (4.2 inch) have beenfound at the site. While no rounds containing lethal chemical warfare
materiel (i.e., mustard, phosgene, Lewisite, etc.) have been found, given the time period of site usage, the
existence of such items at the site is possible. Munitions filled with CWM have been recovered in the Bush
River Area. It aso should be noted that the presence of ordnance containing explosives and white phosphorus
are also a significant hazard, would make site excavation a hazardous operation.

Surface soil within the OBRRD contains lead and other constituents of concern. Without remedial action,
erosion processes would result in continued release of these congtituents to Lauderick Creek. The soil cover
will prevent transport of constituents of concern to Lauderick Creek and also will achieve al other remedial
action objectives. The effectiveness of this remedy in protecting human health and the environment is clearly
stated in both the feasibility study and the proposed plan.

Monitoring of nearby Lauderick Creek sedimentsis planned. The work will include chemistry and bioassay
with quarterly sampling events from before and after construction, with annua monitoring thereafter.

Comment No. 14: “ The TAG Group strongly suggeststhat all future proposed plans be expanded to present
more diverse aternatives to be considered. Excavation and partial excavation scenarios should be fully
evaluated within the feasibility study and outlined within the proposed plan. Simply stated, the community
cannot participate if only limited options are included in the document that is most likely to be read by the
public.”

Response No. 14: Consistent with EPA guidance and policy, APG will continue to consider presumptive
remedieswhereappropriate. Theconsideration of presumptiveremediescan both accelerateremedial programs
as well as reduce costs, thus benefiting the public. Use of presumptive remedies does not limit community
participation, and expansion of the feasihility study process to perform detalled analysis of remedial
aternatives that are not practical does not expand public participation and is not an effective use of taxpayer
resources.

APG intendsto consider the use of presumptive remedies for the 22nd and 30th Street landfillsin the Southern
Bush River Study Area, as well as other similar sites. The decision to limit feasibility study work to
consderation of only no action and the presumptive remedy, or to have an expanded feasihility study with
consideration of awider range of alternatives, will be made during the feasibility study scoping process with
participation by APG, EPA Region |11, MDE and the public. The feasibility study work at these landfill sites
has been initiated and scoping will occur during calendar year 1999.
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Comment No. 15: “ APGSCC has long supported the characterization of contamination from a holistic
perspective.” "As for the risk assessment, the contamination and resulting risks at a particular site should be
evaluated in conjunction with other risks from nearby contamination. Assessing the Cluster 3 contamination
asit relates to adjacent sites should be done.”

Response No. 15: APG agrees that that it is important to consider data from nearby study areas when
evaluating contaminant transport and when assessing risk. Both a regional and local perspective must be
maintained when developing an understanding of groundwater movement. A substantial amount of investigation
has been accomplished in the Cluster 13 area, and data collection to support the Cluster 13 feasibility study
work is ongoing. The groundwater plume from Cluster 13 does extend southward across the local branch of
Lauderick Creek, but is still roughly 2000 feet from and has no potential to impact groundwater quality in the
Cluster 3 and the OBRRD area. There is no use of groundwater from the Cluster 3, Cluster 13, or onpost
housing areas, and because there is no exposure pathway, thereisno risk to current APG workers or residents
from Cluster 13 groundwater. Alternatives for remediation of groundwater in the Cluster 13 area are being
analyzed as part of ongoing feasibility study work for that operable unit, and that work has no relationship to
the OBRRD remedia decision process. Data from both efforts is being considered when developing an
understanding of groundwater occurrence and movement in the genera vicinity of Lauderick Creek.

APG agrees, when assessing risk to ecological receptors within a drainage basin, it is appropriate to consider
all of the contaminated areas within the basin, and that there are potentially additive impacts of separate
sources and contaminated areas. APG has been conducting ecological risk assessment work addressing large
geographical areas, with the studies of the Gunpowder and Bush Rivers and their tributary creeks being
examples. As monitoring and assessment work in Lauderick Creek proceeds, all data will be evaluated when
assessing risk.

Data from adjacent contaminated sites has no bearing on the conclusions of the RI/FS that soil within the
OBRRD contains constituents at levelsthat createrisk to potential ecological receptors, that constituents have
migrated to nearby Lauderick Creek sediments via erosion and sediment transport, and that remediation of the
OBRRD asasource is necessary. Data from studiesin adjacent sitesis not necessary for remedial aternative
selection for the OBRRD.

Comment No. 16: "The Transformer Storage Areawithin Cluster 3 isthe other area of concernwithin Cluster
3 that was evaluated within the remedial investigation. The authors of the report concluded that no further
action was necessary at this site. Yet, within the proposed plan, it is stated that this site is recommended for
further evaluation. Chapter 6 of the remedial investigation mentions determined concentrations of metals and
DDT (and degradation products) present withinthecluster, and evaluated potential impactsto terrestria plants,
soil-dwelling invertebrates, small carnivorous mammals and carnivorousbirds. Therisk assessment supported
the possibility of impacts as a result of the metals and pesticides measured, including arsenic, cadmium,
mercury, nickel, lead and selenium. APG should clarify whether additional evaluationwill be considered. Based
ontherisk assessment, additional investigation, including bioassays, seem appropriate. Sampling areas of clear
concern include soil sample locations SS-04 and SS-05, where some of the highest metal concentrations were
detected. SS-04 exists within the heart of Transformer Storage Area (Site 23) and SS-05 appearsto be outside
the landfill area to be capped. Please clarify if these areas of soil contamination were addressed during any
removal action to date. If they are not, what efforts will be made to ensure that continued run-off and wind
dispersion
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does not add to the aready elevated concentrations of some of these metals in the sediments of Lauderick
Creek. Considering that this area may remain a source area, will there be any assessment of the soil between
these two sampling locations to determine the extent of these particularly high areas? APGSCC requests that
the community be updated on the further evaluation that isto take place according to the proposed plan, asthe
TAG Group cannot support no further action as recommended in the remedial investigation.”

ResponseNo. 16: Supplemental surface soil sampling isplanned for the Site 23 area, within which the former
transformer storage areawas located. The objective of the supplemental surface soil sampling and analysisis
to determine the extent of lead in surface soil at locations SS-04 and SS-05 in support of a planned removal
action to address soil containing lead at greater than 200 mg/kg. Samples at SS-04 and SS-05 will also be
analyzed for PCBs. Data from this supplementa soil sampling and analysis, together with data from the
planned sediment monitoring and bioassay and that data already available will provide a better understanding
of soil contamination and contaminated sediment transport in the vicinity of Site 23 and the OBRRD. The need
for additional work to address other constituents in soil is currently under evaluation.

No soil removal actions have been accomplished at Site 23. The exact extent of the soil cover for the OBRRD
has not yet been determined by the design, but it isanticipated that lead in surface soil at both SS-05 and SS-04
will be addressed by aremoval action to be accomplished after the planned sampling and analysisto determine
the extent of lead. APGSCC. the Restoration Advisory Board, and the public will be kept informed during the
design process for the OBRRD soil cover and during the supplemental sampling and possible removal action
efforts.

Comment No. 17: "Withregard to Site 23, it should be mentioned that aremoval action was conducted at the
Ste to remove a concrete pad located at the site of former Building E1372, an underground storage tank and
contents of a sump associated with this building. From the remedial investigation, it appears that the
confirmation soil sampling confirmed that contaminated materials had been removed down to a concentration
of 50 ppm. The remedial investigation indicates that the 50 ppm clean up level is a regulatory guideline for
determining sites with contamination that would require management as PCB waste and/or hazardous waste.
However, thisthe clean up conducted through thisremoval action does not appear necessarily to be protective
of human health or the environment. The industrial risk-based concentration is 740 ppb, while the BTAG
screening level for impacts to faunais 100 ppb. The adequacy of the removal action needsto be reevaluated.”

ResponseNo. 17: The objective of the removal action was to remove contaminated structural materials and
items requiring management as PCB and/or hazardous waste (concentrations exceeding 50 ppm).
Theremoval action was not implemented to remove all soil that might have been contaminated. The objectives
of the removal action were accomplished.

Removal action sampling and analysis results were not used in quantitative risk assessment calculations or in

assessing the need for further remediation at the removal action site. The supplemental soil sampling discussed
above will include analysis of selected samples for PCBs.
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Comment No. 18: "Significant issues remain to be addressed regarding the RAD risk assessment conducted
at Cluster 3. While RESRAD was used as a screening method the support documents contain almost no
information regarding the parameters used in the modeling. One section of the RI indicatesthat this model may
have only been used to assess soil contamination. Attachment B to therisk assessment portion of the RI Report
notesthat theingestion of drinking water was not considered inthe RESRAD model, which bringsinto question
the validity of the future scenario risk assessment. Were inhalation and ingestion considered in the RESRAD
modeling?"

Response No. 18: During the last several years, the approach to human hedlth risk assessment for
radionuclides has evolved. The current approach at APG is consistent with the approach employed at most
other facilities, including Department of Energy facilities.

The approach involves calculating risk using two methodologies. Thefirst methodology isto simply calculate
carcinogenic risk using cancer dope factorsin a manner identical to that for carcinogenic chemicals, with the
risk result then being compared to the EPA target range of 10° to 10 for excess lifetime cancer risk. The
second methodology involves the calculation of radiation dose which is then compared to a health-based
criteria, with 15 millrem/yr (mrem) currently proposed by EPA. The 15 mrem/yr effective dose equivalent is
approximately equal to a cancer risk of 3 x 10™. The identification of radiological congtituents of potential
concern for inclusion in the quantitative risk assessment is accomplished by screening against risk-based
activitiesRBAS) inamanner identical to screening of chemicalsagainst risk-based concentrations (RBCs). The
RBAs are calculated using exposure assumptions and proceduresidentical to those used for calculating RBCs
(with modifications that are appropriate for radiation/radionuclides).

Theapproachto risk assessment for radionuclidesis conceptually identical to that for chemical risk assessment.
Thereare necessarily some differencesin details. For example, radiological risk assessments must consider the
effects of external gamma radiation, as well as exposure routes such as ingestion and inhalation.

Therisk assessment for Cluster 3 wasoriginally accomplished approximately two yearsago, using an approach
that, at that time, was considered by regulatory authorities to be acceptable for APG sites. When the Cluster
3 RI report wasfinalized in August of 1998, the original radiological risk assessment wasused, but at the same
time a reassessment was accomplished using the currently accepted methodology discussed in the above
paragraph. RESRAD issimply acomputer program that can be used asatool to calculate dose estimates given
radionuclide concentrations in environmental media and exposure assumptions.

The RESRAD model calculations for the reassessment included estimates of risk from ingestion of
soil/sediment, ingestion of groundwater and external radiation. Soil was the only source term used in the
RESRAD calculations, and groundwater exposurewasbased on RESRAD estimatesof transfer between media
rather than actual groundwater data. Inhalation was not included as an exposure route because it is not
significant for the Cluster 3 site. For Cluster 3, nearly all of the estimated risk is from external radiation
because Cs-137 and K-40 are strong gammaemitters. Default input parametersfor RESRAD wereused inthe
Cluster 3 risk assessment, and assume a subsistence farming land use scenario. This scenario is conservative
because it alows for arelatively high level of exposure to soil and the crops grown init.
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In discussing radiological risk assessment, it is also important to understand that the data used in the
radiological risk assessment is from gamma spectrometry analysis. Gamma spectrometry is a very useful
screening tool for identifying radionuclides that may be present and the approximate level of activity within
a media sample. However, it must be recognized that not all gamma spectrometry data are of sufficient
precision and accuracy for use in a quantitative risk assessment, and are appropriate only for initial screening
level site assessment and estimates of risk. Gamma spectrometry data often have a high relative level of
uncertainty at low concentrations near the detection limits, which is often the situation when analyzing
environmental samples, and is the case for the Cluster 3 samples. The interpretation of gamma spectrometry
datamust include evaluation of the estimated concentration relative to the detection limit, the total propagated
uncertainty relative to the estimated concentration, and the potential for interference.

The precision and accuracy of gamma spectroscopy data are dependent on a number of factors, including the
radionuclide of interest. Gamma spectrometry is generally a relatively good method for identifying and
guantifying the concentrations of strong gamma emitters in a sample. For example, gamma spectroscopy
providesrelatively good datafor Cs-137. The detection efficiency for other radionuclidesrelativeto Cs-37 can
vary substantialy, with afactor of 20 not being unusual. Thisvariationin detection efficienciesisgreater than
for gross alpha and gross beta analyses, where relative detection efficiency factors are more typically in the
3 to 4 range.

Theresultsof gammaspectrometry analysisare subject to interference because different radionuclidescan have
emissions at the same energies. For example, both radium-226 and uranium-235 are naturally occurring and
have an emission energy of 186 Kev aspart of their characteristic emission spectrum. U-235 also hasemissions
at higher energy levels and in interpretation of the data a computer estimates the relative amounts of Ra-226
and U-235, but not alwayswith ahigh degree of accuracy. The combination of thisinterference and uncertainty
in analysis are the reasons why it is not uncommon for gamma spectrometry to show Ra-226 levels that are
inconsistent with and much higher than the gross alpha measurement. In such an instance the gross alpha
should be used to assess the maximum levels of Ra-226 that could be present in the sample. When there is
inconsistency between gross alpha data and Ra-226 data from gamma spectrometry analysis, radium analysis
should be accomplished using more suitable methodology.

The best method of analysis depends on both the radionuclide of interest and also the media of concern. For
Ra-226 in water, radon emanation is the methodology that is appropriate for drinking water sample analysis,
and for generation of data for use in quantitative risk assessment where radionuclides are of concern. The
measurement of activity by alpha emitters in water is most commonly accomplished by alpha spectrometry.
Because of the nature of alpha and beta radiation, gamma spectrometry is the most commonly employed
method for soil analysis. Inrecent yearsthe approach to radiochemistry analysisfor some study areas hasbeen
to perform gross alpha, gross nonvolatile beta and gamma spectrometry analyses on all samples. The routine
use of gammaspectrometry for all samplesat APG isbeing discontinued, and gross alphaand grossnonvolatile
beta will be used as screening tools. For water samples, further analyses will follow the approach used for
drinking water sample analysis. For soil samples, further analysiswill be accomplished whenthereis evidence
of radionuclide contamination at a site. This is the commonly used approach at CERCLA sites, including at
DOE facilities.
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The Cluster 3 remedial investigation and risk assessment were accomplished using the best available data,
which for radionuclidesis entirely from gamma spectrometry analysis. The radiological portion of the human
health risk assessment has been revised using the latest accepted procedures. This revised risk assessment
determined that Cluster 3 risks associated with radionuclides are not substantially different from risks
associated with local background concentrations.

When considering radionuclides in the environment, it must also be remembered that many are naturally
occurring, and that certain others are man-made and found in environmental media as a result of historical
nuclear weaponstesting. For example, potassum-40 (K-40), Ra-226 and thorium-228 (Th-228) are naturally
occurring, and cesum-137 is a man-made radionuclide that is commonly found in environmental mediaasa
result of fallout from weapons testing during the 1940s and 1950s.

K-40 is of relatively high abundance (0.0117%) and lon g half-life (1.28 hillion years). Because potassium is
avery abundant element in nature, it iscommon for a substantial portion of nonvolatile gross beta activity in
samples to be due to naturaly occurring K-40. K-40 is also a gamma emitter, and the greater abundance of
potassium in clay mineralsthan in silica sands is the reason why natural gamma logs of boreholes can readily
identify zones of high clay that will act aslow permeability confining units and distinguish them from sandy
aquifer zones. K-40 is also commonly found in solution in surface water and groundwater, and is often the
principal source of nonvolatile gross betain groundwater samples. Unfiltered groundwater sampleswill often
have very high levels of nonvolatile gross beta activity when they contain suspended silt and clay particles,
because those particles contain potassium.

CommentNo. 19: “ The proposed plan states that thereis no historical documentation of what was disposed
of at the site. However, the community was recently informed that Chemical, Biological Defense Command
(CBDCOM) has a 4-story vault containing historical records of their activities. These records need to be
evaluated as soon as possible. While DSHE may not be able to investigate this information source prior to the
Record of Decision for this cluster, every effort should be made to do so before the remedial work at this site

begins.”

ResponseNo. 19: The 4-story vault referred to is a part of the CBDCOM Technical Library system. The
classified card catalog for thislibrary wasthoroughly reviewed as an element of the RCRA Facility Assessment
for the Edgewood Area of APG. Thousands of documentsin thislibrary were reviewed for information related
to waste management. Environmenta studies and reports were not prepared during the period prior to World
War |1, and the logbooks and technical reports of the library only make occasional reference to methods of
waste disposal, and most often do not mention the exact location of disposal activities. None of the library
documents reviewed describe the OBRRD or the nature of wastes disposed at that site. While it cannot be
stated with certainty that there are no documents within the library containing such information, the review
work already accomplished suggests that a 100% review of library documents would provide little if any
information related to the OBRRD. It isunlikely that information from historical documents would change the
conclusions of the remedial investigation and feasibility study, and would not change the conclusion that the
presumptive remedy, containment, is the most reasonable remedial approach.
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Comment No. 20: * The groundwater flow and contamination migration issues appear complicated in the
Cluster 3area, and our TAG review of theavailableinformation hasraised multiple concerns. Included inthese
observations is the potentia that the identity of the different aquifers may have been misinterpreted.
Furthermore, the presence and migration of certain classes of contaminants need to be meticuloudly reviewed,
as APG's ability to assess present and. more importantly, future exposure pathways depends on the
comprehensive evaluation of known contamination, environmental fate and potential sources. Thisrequest to
review such issues is supported by the determination that the non-cancer health risks to a future worker, via
groundwater. exceeds the hazard quotient of 1, which isnot discussed in the PP. APGSCC requeststhat APG
and the EPA evaluate these concerns described below to ensure that these important issues are being assessed
adequately. A written assessment would be appreciated, although afollow-up meeting may be necessary if the
response does not clearly outline the logic and supporting data for the conclusions drawn in these CERCLA
documents.”

ResponseNo. 20: Theissuesrelated to groundwater occurrence and interpretation of aquifer zonesiscomplex
at Cluster 3, and because of this complexity, a substantial effort was made to coordinate the interpretation and
remedial investigation description with geologists from both EPA Region 111 and the MDE prior to publication
of the remedia investigation report. It is hoped that the following responses (21 through 27) to specific
comments will be informative and helpful. APG also is willing to hold a follow-up meeting to help clarify
issues.

CommentNo. 21: “ The proposed plan indicates that because the groundwater has been classified as atype
I11 aquifer, water quality criteriawere used in the evaluation process instead of maximum contaminant levels
(MCLSs). However, the MCLswere used asthe comparison criteriain chapter 4 of the Remedia Investigation
Report. It has been an ongoing practice at APG in recent years to select chemicals of concern based on the
EPA's risk-based concentrations (RBCs) from Region I11, which were used in the baseline risk assessment
discussion in Chapter 6 of the remedial investigation Report. What was the reasoning for the aternating
comparisons?’

Response No. 21: Different comparisons were made because in each of the circumstances the objectives of
interpretation and discussion were different. While the groundwater has been classified asa Type |11 aquifer,
it is ill useful and necessary to discuss nature and extent of contamination in groundwater. Chapter 4 of the
remedial investigation contains comparisons to Maximum Contaminant Levels (MCLSs), and to RBCsfor tap
water for congtituents without MCL s. because these comparisons are useful tools in discussion of nature and
extent of contamination. In Chapter 6 of the remedia investigation, the risk assessment, constituents of
potential concern are identified by screening against appropriate RBCs (or RBAs for radionuclides). MCLs
are not used in this screening to identify COPCs because MCLs, while based at least partly on health
consderations, are not set at aconcentration that correlatesto a specific level of risk. Therefore, the RBCsfor
tap water areamore conservative and consistent screening tool for risk assessment. In the feasibility study and
proposed plan, the objective was to illustrate that the discharge of shallow groundwater to surface water was
very unlikely to have any adverse impact on surface water, therefore the Federal Ambient Water Quality
Criteria (FAWQC) were used as appropriate comparison criteria. Please see the responses to following
comments for related discussion.
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Comment No. 22: “ There appearsto be significant disconnect between the nature and extent of contamination
discussed in Chapter 4 of the remedial investigation Report, the baseline risk assessment discussed in Chapter
6, and the groundwater contamination referenced in the proposed plan. With regard to organics, Chapter 4
discusses1,1,2,2-tetrachloroethane and avariety of pesticides, However, the baselinerisk assessment included
compounds such as benzene. benzo(a)pyrene. carbon tetrachloride and chloroform as chemicals of potential
concern (COPC). while many of the pesticides and 1,1,2,2tetrachloroethane were not assessed in the risk
assessment. Also. certaininorganics were selected as COPCs but not discussed in Chapter 4, including cobalt
and vanadium. Complicating anyone's effort to participate in this process even further is the fact that the
proposed plan mentions cadmium as the only chemical of concern identified by the risk assessment process.
but this metal is not discussed in Chapter 4 or Chapter 6.”

Response No. 22: The differences in discussion between Chapters 4 and 6 of the RI report are due to the
differences in the objectives of the discussion. Chapter 4 is a presentation of nature and extent of
contamination. Chapter 6 is an assessment of risk to human and ecological receptors.

Thedifferencesin constituent discussionisin part afunction of the data screening processfor thetwo chapters,
which has already been discussed in the response to comment no. 21. An example of how the two data
screening processes can result in focus on different sets of congtituents can be illustrated by considering
benzene in groundwater. Benzene was detected in 1 of 11 surficial aguifer groundwater samples at a
concentration of 1.4 ug/L. This concentration is less than the MCL of 5 ug/L, and was not the focus of
discussion in Chapter 4 of the remedia investigation. However, the single detected concentration does exceed
the RBC for tap water, and was designated as a COPC in Chapter 6.

APG recognizes that this difference in data screening and presentation approaches can be confusing and
misleading. More recent remedial investigation reports now in preparation are using a dightly different
approach in Chapter 4 of the RI report, Tables for each environmental media at each waste unit/site/area of
interest will list all detected congtituents, the frequency of detection, other summary statistics including range
of detected concentrations and mean concentration, and comparisons to (1) background concentrations, (2)
ARARS (MCLsfor groundwater, etc.), and (3) risk-based screening levels for human health and ecological
receptors, as appropriate. This approach will present a wide range of information, and better illustrate to
readers the range of constituents that may be related to site historical activities, those for which there may be
some associated risk (human or ecological), and finally, those that exceed ARARs. This approach will also be
more consistent with and a better lead-in to fate and transport analysis in Chapter 5 and the risk assessment
in Chapter 6.

CommentNo. 23: “ Withregard to groundwater, the geological crosssections(figures 3-5 through 3-7) within
the RI appear to have an area of discrepancy. Figure 3-6 presents a wide surficial aquifer northwest of the
landfill, stretching from 10 - 25 feet above mean sea level (MSL). In this cross section, the surficial aquifer
is shown to reduce in thickness and more downward to 0 MSL at WBR-06 and WBR-04. These two data
pointsarein close proximity to WBR-05. Figure 3-5. depicting the geology at WBR-05, showsthe canal creek
aquifer to be present at 0 MSL. Please explain this observation in the data.”

ResponseNo. 23: The information in the report is correct and demonstrates the discontinuous nature of the
surficial aguifer within Cluster 3. What is portrayed in the cross sections is the best interpretation based on
lithology at the boring/well locations. This APG interpretation was reviewed and considered reasonable by
geologists of the Army Corps of Engineers, MDE and EPA Region 111.
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CommentNo. 24: “ We need to assesswhat ramifications are possible from the hydraulic connection between
thesurficial and canal creek aquiferswith regard to long-term contamination migration. 1t should be noted that
in the feasibility study, the aguifer identified as the surficial aguifer isin close proximity to what isidentified
asthe Canal Creek aguifer. It isnot clear that this shallower aquifer is separated from the lower water-bearing
unit by a continuous confining layer. In fact, the cross-sections provided in the FS suggest that as one moves
from the area which the two streams converge at the head waters of Lauderick Creek back toward the marsh
area to the west of the proposed cap area, the two aquifers come closer together. Why has APG contractors
not developed a three-dimensional model of the subsurface? If these aquifers are connected, the notion from
APG reportsthat contamination in the Canal Creek Aquifer originated from the west in the Canal Creek Study
Areawould be questionable.”

Response No. 24: In the areaimmediately west of Cluster 3 the Canal Creek Aquifer is aso the surficial
aquifer. Asone moves eastward into the Cluster 3 area, the Canal Creek Aquifer dips, becoming separated by
Cretaceous confining clays from a surficial aquifer that is discontinuous in nature and very thin or absent in
some areas. (see Figures 3-3 and 3-5 through 3-7 of remedial investigation report and Figures 1-5 through 1-9
of the feasibility study report). The possible connection between the surficial and Canal Creek aquifer zones
in this area has been given much consideration, and the most definitive evidence is from water level
measurementsthat show alarge differencein groundwater elevation between the two aquifer zonesthroughout
the Cluster 3 area. Thislarge difference in groundwater elevation (approximately 12 ft) indicatesthat thereis
no hydraulic connection between the Canal Creek Aquifer and the surficial aquifer (where it exists) in the
Cluster 3 area.

The cross sections are a three-dimensional model depicting the interpretation of lithology within the area. No
numerical groundwater flow model has been developed because groundwater is not a transport pathway for
congtituents of concern from the OBRRD (other than seepage of perched water within the fill material created
by the lower permeahility of the fill material relative to surrounding native soils, which is discussed in the
feasibility study report).

CommentNo. 25: “ Whileit isnot discussed in the proposed plan, nickd is present inthe Canal Creek Aquifer
at well WBR-03, located at the southern perimeter of the OBRRD. In fact, nickel is present in this aquifer at
concentrations above 2,000 ppb, which is more than 20 times the MCL for this metal. Asthe IRP is aware,
other compounds including 1,1,2,2-tetrachloroethane, apha-BHC, gamma-BHC (lindane) and heptachlor
epoxide were found in the Canal Creek Aquifer at this location. Data for various organic and inorganic
compounds suggest that contamination in the vicinity of thiswell migrate toward Lauderick Creek, asvarious
contaminants were found at WBR-08 at the next highest concentrations (nickel was detected at this location
in excess of 800 ppb). In light of this, it would seem important to know whether or not this groundwater
dischargesto Lauderick Creek, where nickel hasbeen found in the sediments above BTAG criteria. It hasbeen
shown at other locations including Kings Creek, according to the U.S. Army's Risk and Biological Impact
Assessment, where contaminants from the Canal Creek Aquifer have been shown to be discharging to surface
water bodies.”

Response No. 25: Because the Canal Creek Aquifer dips toward the southeadt, it is likely that it does not
dischargeto Lauderick Creek. Evenif therewasdischarge of contaminated groundwater fromthe Canal Creek
Aquifer, the potential impacts would not be unassessed or ignored. Past efforts have assessed the quality of
sediment and surfacewater within Lauderick Creek. and asRI/FSeffortscontinue at siteswithin the Lauderick
Creek drainage basin, such assessments will continue.
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It isalso suggested that caution be exercised in the use of contaminant concentrationsto determine the direction
of groundwater flow. It cannot always be assumed that groundwater movement is from a well location with
high concentration toward one with lower concentration of a particular constituent. Site hydrogeology will
determine groundwater flow pathways, and dissolved constituentswill move along these pathways. Constituent
concentrationscan providevery valuableinsight into groundwater movement, but issecondary to hydrogeologic
data in importance in assessing flow pathways.

CommentNo. 26: “ While there are multiple lines of evidence to suggest that contamination is flowing from
WBR-03 toward WBR-08, one must entertain the possibility that WBR-03 may be situated on a divide and
that groundwater also flows from this point toward the west (WBR-05) and the Canal Creek Study Area. In
fact, | believe IRP personnd at previous RAB meetings have presented information regarding the migration
of contamination from the Northern Bush River Study Areatoward the Canal Creek Study Area. The detection
of the same pesticides and various metals in well WBR-05, as those found at WBR-03, support such a
possibility. This observation plus the fact that nickel turned up in other wells believed to be in a different
aquifer reinforces the need to resolve the observation discussed above - namely that the IRP must be sure that
thesurficial and Canal Creek aquifers have not been misidentified from onelocationto another. These concerns
regarding aguifer identification and contaminant migration direction is also supported by the radial flow
contours depicted in figures 3-9 and 3-10 of the RI report.”

Response No. 26: “ Water level data over a period of time shows that groundwater movement in the Canal
Creek Aquifer is consistently in roughly an eastward direction across the Cluster 3 area. Constituent
concentration data cannot be used alone without hydrogeologic data in assessing groundwater movement.
Figures 3-9 and 3-10 of the remedial investigation report are for the surficial aquifer zone, and not the Canal
Creek Aquifer.

The presence of nickel in surficial aquifer groundwater at the locations of wells WBR-04, -06 and -07, and in
Canal Creek Aquifer wells WBR-05 and -03, suggests that there was a historical source of nickel in Site 23,
as dtated intheremedial investigation report. A review of the datafor the Canal Creek study areaindicatesthat
nickel is one of the most common inorganic constituents to exceed the former MCL level of 100 ug/L, with
samples from at least a dozen wells in five widely separated areas having such levels of nickel (Canal Creek
Sudy Area, Remedial I nvestigation Progress Report, Edgewood Area, Aberdeen Proving Ground, Maryland,
Jacobs Engineering Group, September 1995). The available data are not adequate to determine if the nickel
detected in the Cluster 3 areais from upgradient sources within the Canal Creek study area.

Therisk assessment did not identify nickel asafina constituent of concern for groundwater. Thereisno longer
an MCL for nickel, and the groundwater at Cluster 3isa Type |11 aquifer to which MCLs do not apply.

Comment No. 27: “ Gross beta readings were found to be elevated compared to background at WBR-03,
WBR-04 and WBR-10, at concentrations of 31, 24 and 97 pCi/L, respectively. In addition to our concerns
regarding the migration of contaminants at WBR-03, as discussed previoudy, APGSCC is also concerned
about the presence of elevated radiological datain groundwater so closeto on-post housing (lessthan 200 feet).
It should be noted that gross aphawas also detected at thiswell at 25 pCi/L+/-10, which would placeit at the
MCL for alpharadioactivity of 15 pCi/L. Gross beta was found consistently at this location between 90 and
110 pCi/L for three consecutive rounds. The RAD risk discussion in
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Chapter 6 does not mitigate concerns generated by these data. In fact, section 6.3 the MCL for Radium
(RA)-226 and Ra-228 combined is 5 pCi/L while Ra-226 was detected in the groundwater at Cluster 3at 7.7
pCi/L. A proposed rule was mentioned for Ra-226 of 20 pCi/L in thetext, but the significance of this proposed
rule versus the current standard is not discussed.”

Response No. 27: The elevated gross beta levels are due to naturally occurring potassium-40. Of the three
mentioned wells, only for WBR-10 did groundwater samples consistently show high gross beta. The
groundwater samples from this well were also quite high in total potassum, with detected concentrations
ranging up to 94.5 mg/L. For thistotal potassium level, the nonvolatile beta activity due to naturally occurring
K40 would be approximately 80 pCi/L. In the sampling of a monitoring well, it is common for there to be
substantial variation in amounts of suspended solids between sample containers for various analytes. The
sampling plan for Cluster 3 specified that the sample container for radionuclides be the last container filled.
Asthelast container filled, it would have normally contained the greatest amount of suspended solids, and with
analysis of unfiltered samples, would have caused gross beta measurements to be elevated due to K-40. The
elevated levels of total potassum in samplesfrom thiswell are due to grout contamination within the screened
interval created during well installation operations. A high pH, another characteristic of grout contamination,
is also observed in water samples from this well.

As noted in the response to other comments, the gamma spectrometry methodology for water commonly
provides erroneous results for Ra-226.

A review of the radiochemisrtry data for Cluster 3 does not show any evidence of contamination by
radionuclides, with results being consistent with naturally occurring levels and variahility typical for gamma
spectrometry analysis.

Comment No. 28: “ This same section mentions that RESRAD was used to back-calculate acceptable soil
concentrations, but does not discuss how the groundwater issue was evaluated. APGSCC requests that the
presence of this radiological contamination be evaluated under the best risk assessment procedures available
and that APG evauate possible sources for such contamination, including natural and anthropogenic
possibilities. To make this process transparent to the public, the TAG Group needs a copy of the RESRAD
model to evaluate its design. Furthermore, APG, the EPA and APGSCC need to meet to assess the input
parameters used in the model for APG. Lastly, the risk evaluation process must be clearly delineated within
the text of the CERCLA documentation for this and other APG sites of concern. It remains imperative that
APG develop acomprehensive, clear approach for assessing risk fromradiological contamination, and the need
to adequately evaluate radiological risk at Cluster 3 is supported by the data from other media discussed
below.”

Response No. 28: Please see Response No, 18 for a discussion on handling of groundwater. A clear and
comprehensive approach to risk assessment for radionuclides has been adopted by APG, and will be seenin
future risk assessments.

Comment No. 29: *Lead was found in a few surface water samples collected, with at least one sample
exceeding its water quality criterion. While the proposed plan does not identify it as such, the comparison
criterion used in this assessment appears to be the acute concentration, which is much higher than the chronic
criterion. Given that the landfill is a constant source in the area and continuoudly releasing contamination, it
is not clear why the acute criterion has been accepted in this assessment. Furthermore, a
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majority of the samples analyzed were collected in two rounds during a fairly small time window between
October 24 and November 13, 1996. It isquestionable whether this sampling approachwould give areasonable
picture of contamination, considering the various environmental factorsfrom one season to the next that would
influence run-off, contaminant solubility, etc. In support of this concern, it is worth noting the samples that
revealed surface water contamination in excess of the water quality criteriawere collected in early September
and late March, both months of which represent environmental conditions considerably different than the last
October/early November time period. Gross beta readings were found in both surface water samples at fairly
consistent concentrations, 58 and 73 pCi/L, respectively. This is worth noting since a considerable distance
separates the two sampling points. While the Rl Report notes that the concentrations were much lower in the
second round, thisis not surprising since consistent detections in surface water is not common for siteswhere
groundwater discharge or surface runoff are the most likely avenuesfor this contamination to reach the surface
water body. APGSCC requeststhat additional surface water sampling be conducted to evaluate the persistence
of the lead and radiologicals.”

ResponseNo. 29: APG recognizesthat athorough understanding of contaminant transport fromthe OBRRD
viasurfacewater and sediment isimportant. Whilethe proposed remedy for the OBRRD will eliminate releases
fromthe sourceareg, it isimportant that monitoring measure the effectiveness of thisremedy, and aso develop
datathat can be used to assess the long-term ecological risk associated with congtituents already in sediments
of Lauderick Creek. APG is planning to conduct sampling and analysis of sediment because constituents have
migrated to nearby Lauderick Creek sedimentsvia sediment erosion and transport. The monitoring will include
multiple sampling events from before until after construction, and will include sediment chemistry aswell as
sediment bioassay. This monitoring will assess seasonal effects and trends, and will include assessment using
appropriate toxicity reference values. APG is aso considering the use of sediment bioassay as along-term
monitoring tool.

The types of constituents that are of concern at the OBRRD have a relatively low water solubility and high
soil/water partition coefficient, and as a result are primarily associated and transported with sediments (as
opposed to solute transport). Because of these characteristics, future monitoring will focus on sedimentsrather
than surface water. Transport of constituentswill be associated with storms or other eventsthat disturb source
areas or sediments, and will typically be short in duration.

Comment No. 30: “ These same issues exist for the few sediment samples collected. Specifically, lead was
found in both remedial investigation samples above the maximum reference concentration; for one location
the lead was present at a concentration 10 times greater than the BTAG criterion of 46.7 ppm. Radiological
contamination was also found in both remedial investigation sediment samples at 28 and 32 pCi/L.
Interestingly, the man-made isotope cesium was present at both sites as well, athough cesum-137 and
potassum-40 were reported to be detected below background levels collected by the Maryland Department of
Natural Resources. Radium-226 was present in sediment at levels greater than background (1.80 vs. 1.98
pCi/g). Lastly, we are concerned that the isotopes reported only account for 1/4 - 1/3 of the gross beta
measured in the sediments. While the lead contamination was mentioned in the PP, the radiological
contamination was not included. As acknowledged in the PP, sediment samples exceed the BTAG criteriafor
metals. Upon review of the FS (fig. 1-10). these contaminants include arsenic, beryllium, lead, mercury and
nickel. From the data reviewed. it does not appear that there are many samples from the marsh and Lauderick
Creek outside the selected areafor cap construction. With the limited number of samplesin Lauderick Creek,
it isnot clear that an adequate assessment of contaminant migration and ecological impacts has taken place.
APGSCC requestsclarification asto therole the EPA Biological Technical Assistance Group (BTAG) played
in evaluating the ecological issues regarding
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Cluster 3 and the adjacent water body. Additionally, please explain why bioassays were not conducted with
regard to the contamination in the marsh surrounding the landfill and in Lauderick Creek?

ResponseNo. 30: Please see responses to other comments concerning plans to assess metals in sediment by
sampling, chemical analysis, and laboratory bioassay testing. Please also see other comments concerning the
presence of naturally occurring and man-made radionuclidesin environmental media, aswell asthelimitations
of the gamma spectrometry method of analysis. There are no indications of radionuclide contamination at
Cluster 3 or the OBRRD. Please see response to comment no. 18 for further discussion.

Please see responses to other comments concerning plans to assess metals in sediment by monitoring and
bioassay. Please also notethat the proposed remedy will prevent any further release of congtituentsfrom source
areas in the OBRRD, and that the remedy can be accomplished without further data assessing impacts on
Lauderick Creek. Bioassays have been performed with sediment samples collected within the main portion of
Lauderick Creek and have not identified toxicity problems. That work did not address the tributary portion of
Lauderick Creek immediately downstream of the OBRRD, which will be the focus of the planned monitoring
and assessment.

Commert No. 31: *Furthermore, the proposed plan assertsthat the contamination in the sediments has come
from past or continuing slumping and erosion of the surface of the OBRRD. Yet, as acknowledged in the
previous sentence within the proposed plan (page 6), it isalso possible that such contamination iscoming from
the anomaly areas detected in the marsh (the push out areas). Given the 1) lack of sampling conducted outside
theareato be capped, 2) the datagapsregarding the source(s) of contaminants detected in the sediment samples
that were collected in Lauderick Creek, and 3) the funds saved by capping the site instead or removing the
source, APGSCC requests that additional sediment and surface water sampling be implemented as part of the
ROD and long-term monitoring efforts to further evaluate the extent of contamination in the marsh and the
effectiveness of the cap in reducing further deterioration of the surface water body.”

Response No. 31: The push out areas mentioned are a part of the OBRRD and will be addressed by the
proposed remedy. Thereisno further need to conduct sampling and analysis to support the remedia decision
process for the OBRRD. Sampling and analysis of sediment, as well as sediment bioassay, is planned to
evaluate the implementation and effectiveness of the remedy, and to provide data necessary to support
assessment of long-term ecological risk associated with constituents aready transported downstream fromthe
OBRRD.

APG believesthat there is sufficient justification to proceed with remediation of the OBRRD as a source area
to ensure that thereisno further release of constituents of concernto Lauderick Creek. The planned monitoring
will be separate from the decision process and ROD, alowing rernediation to proceed.

CommentNo. 32: “ Gross betawere elevated in al soil samples collected from Cluster 3. Cesiumwas present
in al samples and other isotopes including radium-226 and thorium-228 were detected. Although it is not
discussed in the PP, the baseline risk assessment chapter in the RI notes that Ra-226 was detected in soil and
sediment at concentrations three and two times higher than concentrations corresponding to the 15
mrem-per-year doselevel, respectively. Y et, no other discussion takes placein this chapter on the ramifications
of such exceedances.
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ResponseNo. 33: Please see other responses related to radiochemistry and the natural and anthropogenic
occurrence of radionuclides. A review of the radiochernistry data for Cluster 3 does not show any evidence of
contamination by radionuclides, with results being consistent with naturally occurring levels and variability
typical for gamina spectrometry analysis.

COMMENTSFROM MARYLAND DEPARTMENT OF THE ENVIRONMENT

The Environmental Restoration and Redevelopment Program (EERP) of the Waste Management
Administration provided the following comment.

CommentNo. 34: MDE noted there was an incorrect Code of Maryland Regulations (COMAR) citation in
the Proposed Plan and stated it should be deleted.

Response No. 34: APG has deleted the reference.
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MARYLAND DEPARTMENT OF THE ENVIRONMENT

MDE 2500 Broening Highway ! Baltimore Maryland 21224
. (410) 631-3000 ! 1-800-633-6101 ! http://www.mde.state.md:us
Parris N. Glendening Jane T. Nishida
Governor Secretary

October 15, 1998

Mr. Ken Stachiw

Directorate of Safety, Health and Environment

U.S. Army Aberdeen Proving Ground Support Activity
Aberdeen Proving Ground MD 21005-5001

RE: Bush River Study Area, Edgewood Area, APG, Proposed Plan. Cluster 3, Site 3, Old
Bush River Road Dump, July 1998

Dear Mr. Stachiw:

The Maryland Department of the Environment, Waste Management Administration
(MDE/WAS) has reviewed the above-referenced document. This review indicated that a Code of
Maryland Regulations (COMAR) citation was incorrectly referenced in the subject document as
an Applicable or Relevant and Appropriate Requirement (ARAR). Unfortunately, during the
development of the Feasibility Study for this site, the Federal Facilities Section of the
Environmental Restoration and Redevelopment Program (ERRP) erroneously identified the
citation from COMAR 26.13.14 as a potential ARAR for the subject action. The error was then
transferred to your document.

Oncethis error was identified, the correct citation was reviewed in some detail.
Following the reevaluation of COMAR 26.13.05.14, which is in the State's Hazardous Waste
regulations, ERRP does not believe that the cited COMAR is more stringent than the equivalent
Federal regulation. Therefore, COMAR 26.13.05.14 should not be considered State ARAR for
this action. Please revise the subject document by deleting the reference to COMAR. 26.13.14.

The subject document adequately presents the Army's proposal to construct a soil cover
on the Old Bush River Road Dump. The action is expected to reduce further erosion and mitigate
exposure to unexploded ordnance. This action will address the concerns identified during the
remedial investigation of this site, principally, further erosion of material at the site and direct
exposure to unexploded ordnance buried at the site. The Army's commitment to long-term
monitoring will further ensure that the action sufficiently addresses site concerns. The ERRP
considers the actions proposed by the Army to be appropriate to the circumstances at this site.



Mr. Ken Stachiw
Page 2

If you have any questions, please contact me at (410) 631-3440.

Sincerely,
%%/W

John Fairbank, Chief

Federal/NPL Superfund Division

CC: Mr. Steve Hirsh
Mr. Richard Collins
Ms. Hilary Miller
Ms. Shari Wilson



